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(57) Abstract: Venous filters having at least two 
struts each having a connected end and a non-con- 
nected end, wherein each of the struts includes a 
strut portion and an anchor portion, and wherein 
the strut portion and the anchor portion are attached 
via an electrolytically active thread; and a head that 
connects the connected ends of the struts, wherein 
the strut portion can be separated from the anchor 
portion at least in part by the application of an elec- 
trical current. The invention also includes a venous 
filter having at least two struts, wherein each of the 
struts includes a temperature sensitive portion and 
an anchor portion; wherein the anchor portion is 
separated from the temperature sensitive portion at 
least in part by changing the temperature around 
at least the temperature sensitive portion. Also in- 
cluded is a venous filter having a web of dissolvable 
material; and at least two anchors, wherein the at 
least two anchors are configured to retain the web 
within a mammalian blood vessel. 



wo 2005/077303 A2 IlilliiiliilPiililiHIIIiiliniinilB 



(84) Designated States (unless otherwise indicated, for every Published: 

kind of regional protection available): ARIPO (BW, GH, — without international search report and to be republished 
GM, KE, LS, MW, MZ, NA, SD, SL, SZ, TZ, UG, ZM, upon receipt of that report 

ZW), Eurasian (AM, AZ, BY, KG, KZ, MD, RU, TJ, TMX 
European (AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, H, 

PR, GB, GR. liU, IE, IS, IT, LT, LU, MC, hO-, PL, I>T, RO, For two-letter codes and otfier abbreviations, refer to the "Guid- 

SE, ST. SK, TR), OAPl (BF, BJ, CF, CG, CI, CM, GA, GN, ance Notes on Codes and Abbreviations" appearing at the begin- 

GQ, GW. ML, MR. NE, SN, TD, TG). ning of each regular issue of the PCT Gazette. 



